
















INSULATIONS

ANTI-CORROSION PROTECTION STEEL TREATMENTS

DHW storage tanks made of Stainless Steel 316L are treated with full immersion pickling procedures and subsequent passivation 
to ensure the highest hygiene standards.

CATHODIC PROTECTION

The corrosion of a metal structure occurs mainly in areas in 
which there is the passage of current (oxidation-reduction 
process) from the structure towards the outside (water or gas) 
causing a dissolution of the structure itself.
Cathodic protection by means of electronic impressed 
current system.
As an alternative to the galvanic system (coupling of materials 
with different potentials) there is a protection method which 
consists in applying an equal and opposite continuous current 
to the metallic structure to be protected, neutralising the 
voltages formed inside the tank.

Thanks to the modern techniques there is an innovative 
electronic system of cathodic protection with continuous 
impressed current.
The main advantages are:
• Active protection by means of impressed currents 
from the outside
• Excellent flexibility of operation in order to adhere to 
the changeable internal coating conditions and the 
mass of water
• Reduction of maintenance costs due to the 
permanent protection of the system.
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• 100% recyclable
• Environmental friendly
• Lightweight
• Self-supporting
• Fire-retardant
• Rot-proof
• Resistant to mould, bacteria or rodents 
• Hypoallergenic
• Water repellent

Hard foam Polyurethane
Thermal and anti-condensation insulation made of hard 
closed cell polyurethane foam (PU), free from CFC and HCFC.
It is available in various thickness and can be injected directly 
to the shell of the tank to prevent it from condensation and 
provide the lower thermal dispersion. For some sizes it is 
pre-formed into half-shells to ease the insulation removal in 
case the tank has to pass through narrow doors.
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CLADDINGS 

 

 

ALUMINIUM
External cladding made of embossed aluminium sheeting suitable also for outdoor installations. The 
insulations made with this type of cladding consist of panels joined together by means of rivets and 
extruded aluminium slats with an exclusive design, specifically designed to facilitate assembly even 
directly at the installation site.
The coverings and flange covers made of same material securely anchored to the insulation guarantee 
the same levels of quality in terms of duration and outside appearance and do not risk being damaged 
by the wind and adverse weather conditions.
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